INLINE PRESSURE SOLUTIONS

INLINE 400

‘;tAPPUCATIONS
= (ity water pressure boosting
® Pressurize water from distern tank
= Re-pressurizing after filtration
= |rrigation system boosting

;‘;FEATURES : .
= Uulmesnmﬁaﬂinﬂechummmtomunmum
product on the market
= Simple flow-based controls mean you get the pressure every time you need it
® Protective cap comes standard for outdoor use (for vertical applications only)
= Whisper-quiet operation
= |nstalls vertically or horizontally
= 1-1/4" NPT inlet and outiet
= 115 Vand 230 V models available
= Plug-in electrical cord connected unit
® Protective features: Over/Under voltage protection, dry run, and over temperature
= Product power rating: 1/3 hp, 0.246 kW
= Maximum water temperature: 120 °F/49 °C
® clLus listed
= (lassified UL Water Mechanical Device NSF/ANSI 61 and 372 Cold Water 6RZ1
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W & recommended (wheve appiicabie) to install the Infine 400 in PARALLEL with the in-
caming waler supply. This will allow for a “Service bypass™ so thet the fypical housahoid
an il utilize the incoming water (althotigh at a reduced pressire) if maintenance work
isrequired. This type of insiallation requires 2 bail valve be installed as shown above.
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Spec Sheet 996760




